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QMAX PLUS is a continuation of a proven and recognized STAG QBOX PLUS, designed specifically for 
5-8 cylinder engines with indirect fuel injection.

Qbox Plus benefits

The power of autogas technology.

Dedicated for  
automotive

The processor is designed and manufactured only 
for use in automobiles, features many characteris-
tics flawless use.

Security for  
many years

The longest warranty of product under the STAG, 
confirming the excellence of the controller.

 »auto-adaptation OBD

 » innovative auto-adaptation ISA 3

 »support for CAN and K-LINE according with OBD2/EOBD

 »extended options for reading OBD with auto error canceller

 »overlap when switching fuel

 »built-in emulator pressure level

 »built-in fuel level emulator

 »2 full-service banks

 »angle connector-90 pin

STAG QMAX PLUS, created to work for specific 
engines, which have a large capacity, ensuring 
the maintenance of auto performance.cylinder



Wbudowany kasownik 
błędów OBD

The innovative system 
auto-adaptation ISA3

Automatic OBD  
error canceller

ISA 3 is an innovative approach to the auto-adapta-
tion, which should be done after the actual time of 
gasoline injection with some parameters OBD.

ISA3 is:

 » dedicated map correction  independent on the cor-
rection turns injection time,

 » collection of accurate reference card petrol injec-
tion time, taking into account the temperature of 
the engine,

 » recognition modes of closed and open loop in real 
time

 » view the oxygen sensor  signal from OBD of the 
vehicle.

Auto-Adaptation 
OBD

Auto-Adaptation  
ISA

Automatic OBD error 
canceller

Auto-adaptation OBD

Auto-adaptation OBD guarantees gas injection, 
exactly suited to the operating conditions and 
engine load. Influence on the composition of the 
mixture not only has information about the time 
of injection of gasoline, but also the modification 
in accordance with correction current gasoline unit.

Automatic OBD error canceller provides deletion of 
selected malfunctions OBD, without the need of 
connecting external devices.

The controller is dedicated for large cars with 
powerful engines and with the ability to choose 
the way of auto-adaptation. 

CHECK

Built-in emulator pressure level.

Built-in fuel level emulator.
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Q-generation is a group of controllers (QBOX, 
QMAX, QNEXT) created by the leading special-
ists of the STAG brand. The controllers share 
the same functionality, but differ by method of 
installation and dedicated engine power. Now 
the installer can makes a decision between the 
installation of  QBOX or QNEXT independently 
and owners of “big” cars can count on proven 
technologies and high performance of QMAX.

AC S.A. reserves the right to make changes to the information 
herein. At the time of submitting to publication, the information 
was valid.
According to the AC S.A.’s motto with regard to continuous im-
provement of products, the information herein may be subject to 
change without prior notice.


